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Safety
Equipment
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Safe systems. Safe people. When working with electrical systems, safety is non-negotiable. DEHN’s 
comprehensive, high-quality range of PPE is designed to provide reliable protection against arc faults 
and other electrical hazards. 

Engineered for comfort, durability, and maximum safety, DEHN PPE ensures that every task is carried out 
with confidence – protecting lives and maintaining system integrity.

Earthing & Short-Cirtcuiting Devices

Arc-Fault-Tested Protective Gloves

Wireless Inspection Camera

The DEHN Earthing Spider is a temporary earthing and short-
circuiting device designed to protect personnel working on 
de-energised electrical systems. Featuring multiple flexible leads 
connected to a central earthing point, it enables fast, secure 
installation and helps safeguard against induced voltages and 
accidental re-energisation.

Designed for close-range protection, DEHN’s arc-fault-tested 	
protective gloves feature an extended gauntlet -140 mm in the APG 
XT model - for added safety, and are certified under PPE Regulation 
(EU) 2016/425. They offer reliable, high-performance protection in 
electrical environments, and are crafted with high-quality material 
that is made to last.

DEHN’s Wireless Inspection Camera allows for the safe inspection 
of switchgear installations and overheaed contact lines with nomi-
nal voltages up to 150kV / 15 to 60Hz. All of this can be done with-

out powering down or disconnecting, resulting in a seamless and 
time-saving inspection process. The Wireless Inspection Camera in-

cludes DEHNwork app connectivity for easy device customisation, 
advanced voice control functionality, and an optional macro lens.
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EaS  
Configurator

DEHN’s EaS (Earthing and Short Cirtuiting) Configurator is a powerful online tool that simplifies 
the selection and configuration of EaS devices by simply entering a variant number, part number, 
or product configuration. 

It supports individual customisation, ensures accuracy with a continuous plausibility check 	
running in the background, and enables unique laser marking of each configured device. It’s an 
efficient and intuitive solution for tailoring DEHN’s EaS products to specific application needs.

You can get started with your selection process in three simple ways:

	» Jumping straight into the configurator:
	 Select the cable cross-section, shaft type, clamp, operation and earthing stick in just a few steps.

	» Using a variant number:
	 After entering a variant number, an earthing and short-circuiting device is displayed that can be 		

	 modified at any time.

	» Entering a part number:
	 “Old” part numbers from previous orders can be used to configure your usual earthing and short-circuiting 	

	 device – with a new variant number.

Why add unnecessary complexity to your workload when DEHN make things so simple?

Scan the QR code to visit 
our EaS Configurator today.
Or, visit www.dehn-international.com 
and search for the EaS Configurator.
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PHE4 Voltage Detector 
The DEHN PHE4 Voltage Detector is designed for British-influenced 

voltage levels, offering reliable detection with a unique plug-in 
coupling system and clear visual and acoustic indicators. It performs 
a full self-test of all live parts, including test prod category “S”, before 

use. Built for tough environments, it’s also suitable for wet weather 
conditions, making it ideal for field applications.

Fixed Ball Points
DEHN’s Fixed Ball Points are designed for secure and reliable 
busbar connections in accordance with DIN 43673-1. Featuring a 
self-locking nut for added safety, they are available with either M12 
or M16 non-cutting formed female threads or threaded pins. These 
components ensure a stable and maintenance-friendly connection, 
making them ideal for high-performance electrical installations.

DEHN UK offers a huge range of PPE 
& other safety-focused devices.

Visit www.dehn.co.uk,
or scan the QR code, to learn more.
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Type Part No. Page

DCB YPV 1200 FM 900075 8

DCB YPV 1500 FM 900076 8

DCG T1 BATT 1500 FM 900095 8

DCOR 3P TT 275 FM 900439 9

DCOR L 1P 275 900431 9

DCOR L 2P 275 900430 9

DCU 2 YPV 1+2 1200 3M 1S 
MC4 FM 900988 9

DCU 2 YPV 1100 3M 1S MC4 
FM 900931 9

DCU EMOB 2 16 900901 9

DFL M 255 924396 10

DG M TN 275 FM 952205 9

DG M TN ACI 275 FM 952220 9

DG M TNS ACI 275 FM 952440 9

DG SE DC 242 FM 972125 9

DG SE DC 60 FM 972115 9

DG TT 2P 5 275 900450 8

DG TT 2P 5 275 900450 9

DG TT 5 275 900455 8

DG TT 5 275 900455 9

DG YPV SCI 1000 FM 950535 9

DG YPV SCI 600 FM 950536 9

DR M 2P 255 FM 953205 10

DR M 2P 255 SN1803FM 953229 10

DSE M 1 220 FM 971125 8

DSE M 1 60 FM 971126 8

DSH B TNS 255 FM 941406 9

DSH TN 255 FM 941205 8

DSH TNS 255 FM 941405 8

DSH TNS 255 FM 941405 8

DSH TT 255 FM 941315 8

DSH TT 2P 255 FM 941115 8

DV M2 TN 255 FM 956205 8

DV M2 TNS 255 FM 956405 8

DV M2 TT 255 FM 956315 8

DV M2 TT 2P 255 FM 956115 8

DVA EMOB 3P 255 FM 900385 8

AB EXFS IF3 G 26 923226 19

ADBA D67 M6X12 Grey 297052 20

AE BO10 KF HVI 75 V2A 819650 25

AIR-TERM. SYST. Al, 
D22/16/10, L3000 PCK 103215 25

AK 7.10 FRM10X45 KBF0.4 
12 TGTZN 371009 21

AK RPA V2A 563169 22

AKK AL B11.11 KBF 20 36 
STTZN 478129 22

AKK AL B11.11 KBF 20 36 
V2A 372340 21

AKK AL B11.11 KBF 3 20 
STTZN 372349 21

AKK AL B11.11 KBF 3 20 V2A 372330 21

AKK AL B11.11 KBF 36 52 
STTZN 372339 21

AKK AL B11.11 KBF 36 52 
V2A 372350 21

AKK DUL 8.10 KBF 20 36 
STTZN 372359 21

AKK DUL 8.10 KBF 20 36 V2A 372310 21

AKK DUL 8.10 KBF 3 20 V2A 372300 21

AKK AL B11.11 KBF 20 36 
STTZN 372309 21

AKK DUL 8.10 KBF 36 52 
STTZN 372320 21

AKK DUL 8.10 KBF 36 52 V2A 372329 21

AL ZF B11.11 B5.2 6.5 L81 
V2A 377009 18

AL ZF KB 6.10STTZN B5.2 6.5 
L81 AL 377100 21

AP SR D50 4AE HVI V2A 819288 25

AS D40 KSV 6.10 V2A 105374 17

AS D50 KSV 6.10 V2A 105375 17

ALGA 5 X 906058 10

BCO CL2 BD HC10A 24 927408 11

BCO CL4 BC 24 927954 11

BCO ML2 B 180 927210 11

BCO ML2 BD EX 24 927284 10

BCO ML2 BE 12 927222 11

BCO ML2 BE 24 927224 11

BCO ML2 BE 48 927225 11

BCO ML2 BE HF 5 927270 11

BW90 B11 B5.1 6.5 11 V2A 106310 11

DBX TC B 180 922220 11

DGA AG N 929045 11

DGA FF TV 909703 11

DGA FF5 TV 909706 11

DGA GF TV 909704 11

DGA GFF TV 909705 11

DPA C8 D 4PPOE 929166 11

DPA CL8 EA 4PPOE 929161 11

Type Part No. Page

DPA MOD IRCM 929309 11

DRC IRCM 910710 11

MS EB DPA DGA 929200 11

PARTITION EXI 910797 10

PSU DC24 30W 910499 11

SA KRF 10 V2A 919031 10

SA KRF 15 V2A 919032 10

SA KRF 22 V2A 919033 10

SA KRF 29 V2A 919034 10

SA KRF 37 V2A 919035 10

SA KRF 50 V2A 919036 10

SA KRF 70 V2A 919037 10

SA KRF 94 V2A 919038 10

SKB 19 9M SW 919030 10

UGKF BNC 929010 11

Type Part No. Page

BA 30X3.5 STTZN R50M 810335 23

BRS 16.168 AK1X10 2X6.8 V2A 540100 21

BRS 16.89 AK1X10 2X6.8 V2A 540103 25

BRS 27.168 Z AK1X10 2X6.8 
V2A 540200 21

BRS 50.300 BB16 8 V2A 540105 17

BRS SPB25 50.300 V2A 106323 26

BS D40.50 DS95 SB50.300 V2A 105163 17

BSC D40 D45.65 V2A 105161 17

BVK 16.48 FL40 KB6.10 BSB 
STBL 308046 22

DB 700X30X4 V2A 308150 23

DCP16H--ER COUPLER 5/8" 
60 H BR 610158 22

DCPGY--TC 25x3COV PL GREY 118023 22

DLH 8.10 KS BES180 GP300 K 253335 20

DLH DS 8 H16 KP K AL 297130 20

DLH DS 8 H36 KP67 K GR 297110 20

DLH FB 8 LO 100X100X70 253015 26

DLH FB2 8 LO 141X86X70 253050 20

DLH KB 6.10 RSF20.25 AL 223040 20

DLH US 8 H16 L205 BR V2A 204921 20

DLH US 8 H16 L205 GR V2A 204149 20

DLH ZS 20 23 V2A 4.7KG 
BES180 GP300 K 253229 26

DRG 10RO 7.10 FB STTZN 597006 23

EB 5H 25X6 M10 200 CU 138096 22

EDD 780 SW 484010 22

EFPM M10 12 V4A L230 STTZN 478011 22

EFPM M10 12 V4A MVK8.10 
STTZN

478112 22

EK AW DEHNHELIX 597130 26

EK HVI HEAD 20 597101 26

ER 14.2 1200 5/8" ST CU 614120 22

ER DHE 5/8" ST 610258 23

ER INSPIT 250 195 220 PLL 138092 22

Foundation Cage  - 14-16M 31450V 19

Foundation Cage  - 18-22M 31520V 19

Foundation Cage  - 24-25M 31550V 19

Foundation Cube - 14-20M 31018C 19

FS 10 1000 AL 101000 17

FS 22 16 10 2500 SK AL V2A 123425 18

FS T D40 1.5 5.2M AL DBS 
RA560 STTZN 105711 17

FS T D40 1500 5200 AL 105185 17

FS T D50 1.6 6.5M AL VBS 
RA680 V2A 105712 17

FS T D50 1.8 8.0M AL VBS 
RA680 V2A 105714 17

FS T D50 1600 6500 AL 105186 17

FS T D60 1800 8000 AL 105188 17

FSK 8.10 16 SKM10X25 STTZN 380020 17

HA M8 AL ZF B5.2 6.5 V2A 123043 18

HA M8 RSF20.25 V2A 123040 18

HVI CUTTER 32 597032 26

HVI LO 75 20 L... SW M 819131 25

HVI LO 75 20 L100M SW M 819135 25

HVI LO 75 23 L... GR M 819132 25

HVI LO 75 23 L100M GR M 819136 25

HVI LO ASS RIV KF V2A 819655 25

HVI STRIP 20 597220 26

HVI TOOL CKS 597231 26

AB EXFS IF1 W 11 923311 15

AL EXFS L300 KS 923045 15

EXFS 100 923100 15

EXFS 100 KU 923101 15

EXFS KU 923019 15

EXFS L300 923062 15

Product Index

RedLine

YellowLine

Isolating Spark Gaps & Components

Lightning Protection & Earthing
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Type Part No. Page

HWS 297X210 ABS DE EN AL 480698 25

HWS 297X210 AGU3MV DE 
EN AL 480699 25

HWS 300X210 AGBS HVI DE 
EN K 480598 25

KB UVB 546X13 SW 819999 26

KS 8.10 16 FL30 ZP V4A 319219 17

KS 8.10 8.10 FL30 ZP STTZN 319201 23

KS B11.11 FL30X4 V2A 380129 17

KS B11.11 FL30X4 V2A 380129 21

KS FL30 STTZN 318033 23

KSB PERF RED 50 L10M 557125 23

KSS SW10 13 17 19 STGALZN 572000 23

KSV 6.10 FER V2A 301019 21

KSV 6.10 FER V2A 301019 22

KSV 6.10 FER V2A 301019 26

KSV 7.10 FER STTZN 301010 18

Large Free-Standing Mast - 14M 11014V 19

Large Free-Standing Mast - 16M 11016V 19

Large Free-Standing Mast - 18M 11018V 19

Large Free-Standing Mast - 20M 11020V 19

Large Free-Standing Mast - 22M 11022V 19

Large Free-Standing Mast - 25M 11025V 19

LH 6.8 SB50.120 SPSM8 V2A 200029 20

LH DS 8 H16 IGM6 BR 204007 20

LH DS 8 H16 IGM6 GR 204001 20

LH ZS 20 23 GM6 V2A 275251 26

LH ZS 20 23 SB50.300 V2A 275320 26

LH ZS 20 23 SBH 25X0.3 V2A 275319 26

LH ZS 20 EX P200 SBB V2A 275442 26

LH ZS 20 EX P70 SBB V2A 275444 26

LH ZS 20 EX W200 BP V2A 275441 26

LH ZS 20 EX W70 BP V2A 275440 26

LH ZS 8.10 FL20 M8 V2A 274110 17

MDH D48 VB550.900 V2A 105241 18

MSC MDH V4A L2000 MZ V2A 123052 18

MVK 8.10 SKM10X30 FSC AL 390551 17

NS 7.10 FL30 7SEG AL 484000 22

PAK 20 AQ4 95 STTZN 405020 25

PAS I 6AP M10 V2A 472209 26

RD 8 ALMGSI HH R148M 840008 20

RD 8 ALMGSI WEI R21M 840028 20

RD 8 KM STTZN R75M 800108 22

RD 8 STTZN R127M 800008 22

RE GK 8.10 SW13 STBRUE 595000 23

RFS 16 10 2500 AL 103430 17

RFS 16 10 4000 AL 103460 17

RLA 20 FB K SW 253026 26

RTA1--ER TC25X3 14.2-20 GM 610025 22

SH ZS 16 KS KD8X40 V2A 274260 17

SKO TE 20 STBLANK 620002 19

SOH 3 200 V2A 107396 17

SOH 4 200 V2A 107496 17

SPB 25X0.3 L100M V2A 540901 21

SPK 25 BRS AK1X10 2X6.8 
V2A 540110 21

SPB 25X0.3 L100M V2A 540901 21

SPK 25X0.3 V2A 106324 26

SPK Z 25 BRS AK1X10 2X6.8 
V2A 540210 21

Type Part No. Page

SR D50 1950 FS22 16 10 
2500 DSH GFK AL 105281 25

SR D50 3200 FS22 2500 IP 
HVI GFK AL 105331 25

SR D50 4700 FS22 2500 IP 
HVI GFK AL 105333 25

SSP D90 H20 478098 22

SSP TE 20 TGTZN 620001 19

STC253--STCO 25X3 GM 118200 22

TAPE 25X3 CU PVC GREY 
R50M 128034 22

TAPE 25X3 CU R50M 128010 22

TBM 11M SCFU STTZN AL 103126 19

TBM 8M SCFU STTZN AL 103123 19

TCC BFL 25X3 BROWN PP 118010 22

TE 20 1500 Z STTZN 620151 19

TG AL SB A2 BES 17KG 590000 23

Tube St/tZn, HVI, L6000, Base 
Part 105620 25

Tube, HVI in, L1857, Biogas, 
No Adapter 105621 25

UEBB L180 B10.5 B5.2 AL 377015 20

UEBL L170 B11 B5.2 6.5 AL 377006 18

UEBS 16 L200 B10.5 B6.5 
AL CU 377210 20

UEBS 16 L400 CU FK0.7 10 
V2A 365419 20

UEK 8.10 AQ4 50 HKSM8 V2A 540250 22

UES 16 L600 2VK RD8 28 
FL30 416941 22

UES 16 L600 VK RD8 28 FL30 
EFP 416940 22

ULP KS D280 SW 102060 17

ULP KS D370 SW 102050 17

UNP--UNP T230G 118499 23

UTK 200 2X10 FL30 ZP V2A 459200 26

UTK 8.10 FL30 ZP V2A 459139 17

VK 6.22 FL40 KB6.10 BSB 
STBL 308035 22

VK DB 20.32 8.10 FL40 BSB 
STBL 308036 22

VK DB KR 6.20 8.10 FL30 BSB 
STBL 308033 22

VS EX 500 V2A 275498 26

WB D40.50 SE WA110 V2A 105348 17

WB D60 V250.350 STTZN 105345 25

WSS L120 GR 819997 25

Product Index

Lightning Protection & Earthing (Cont.)



DEHNventil
M2 Series

Technical features at a glance...

The DEHNventil M2 series combines maximum 
performance with our smallest installation 
space yet. As a Type 1, 2 & 3 combined 
arrester, this fully standard-compliant device 
provides lightning equipotential bonding surge 
protection, and terminal device protection in 
one handy package.

Available for use in TNS, TNC, TT and TN systems, the DEHNventil M2 is a highly 
diverse product with utility in all system configurations. It’s small installation space 
leaves more room available in your switchgear cabinet, allowing for easy 		   
installation. Additional cost savings are also possible with it’s protection of 	
terminal equipment within 10 metres of cable length, removing the necessity of 
additional devices and their installation.

1 - Easy module replacement

2 - Remote signalling contact for

      condition monitoring

3 - Maximum width: 4 standard 

      DIN modules

4 - 2 PE connections for improving 

      the protection level



Maximum power 
density: a high impulse 

current and short-
circuit-current 

resistance is combined 
with a modular design 
concept, allowing for a 
size of just 4 standard 

DIN modules.

Integrated RAC spark 
gap technology sets 
unrivalled standards. 
Compared to other 

spark gap technologies, 
it quickly reduces 

lightning currents to 
a level that is safe for 

downstream installation.

With flexible installation, 
space-saving size, and 
supporting all standard 
configurations (single & 

multi-phase), the 
DEHNventil M2 series 

is the perfect all-in-one 
solution for a huge 

range of applications.

Extremely
universal.

Extremely
powerful.

Extremely
quick.

Learn everything you need to know about the 
DEHNventil M2 series by scanning the QR code.

Or visit www.dehn.co.uk/dehnventil-m2

Because RAC (Rapid Arc Control) 	technology 
reacts extremely quickly and allows less 	
residual energy to pass through, downstream 
systems are protected and the service life of 
the connected devices is thus extended. With 
RAC technology, electric arcs are fed into the 
arcing chambers at lightning speed, split into 
individual sub-arcs and quenched.

Speed is safety.
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Selection Matrix
Lightning current and surge protective devices
for power supply systems Red/Line

Is the distribution board 
feeding, or being fed 

from, external equipment?

Is an external lightning 
protection system installed 

or planned?

Single-Phase

TN TT
952205 952115

Is the installation supplied 
by overhead lines?

Class of LPS?

Has the external plant 
been bonded, or is going 
to be bonded, to the LPS?

Separation Maintained 
and within ZoP

External Plant

Start 
 here!

Type 2+3 — DEHNguard

Telecommunication Ethernet/PoE Coaxial Fire Alarm Panel Measuring & Control Circuits DC Power Supplies - 24V

Information Technology Solutions

Main Incomer

DEHNbox TC B 180
BLITZDUCTORconnect

ML2 B 180
BLITZDUCTORconnect

CL2 BD HC10A 24DEHNpatch class EA DEHNgate TV DEHNflex M
922220 927210 927408929161 909705 924396

ZoP - Zone of Protection

LPS - Lightning Protection System

3-Phase

TNS TT
943405 943315



Is the length of cables to 
the equipment more than 

10 metres?

Is a sub-distribution board 
available?

Is the length of cables to 
the equipment more than 

10 metres?

No further protective 
devices are needed.

3-Phase

3-Phase

3-Phase

Single-Phase

Single-Phase

Single-Phase

Single-Phase

TNS

TNS

TN

TN

TN

TT

TT

TT

TT

TT

956405

941405

953405

956205

941205

952205

953205

956315

941315

956115

941115

952115

924396

No further protective 
devices are needed.

Class I / II

Class III / IV

Type 3 — DEHNrail/DEHNflex

Type 2+3 — DEHNguard

Type 1+2+3 — DEHNshield

Type 1+2+3 — DEHNventil
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3-Phase

TNS TT
943405 943315



Notes
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Copyright 2026 DEHN SE

Technical changes, misprints 
and errors are subject to change. 
Illustrations are non-binding.

DEHN UK

Unit 4, Velocity Point

Castleton Road, Armley

Leeds, LS12 2EE

+44 113 541 8900 

info@dehn.co.uk

www.dehn.co.ukDS135/UK/0826


